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publication date of the confirmation 
document, whichever is later. 

(c) For purposes of this section, an 
adverse comment is one which explains 
why the rule would be inappropriate, 
including a challenge to the rule’s un-
derlying premise or approach, or would 
be ineffective or unacceptable without 
a change. Comments that are frivolous 
or insubstantial will not be considered 
adverse under this procedure. A com-
ment recommending a rule change in 
addition to the rule will not be consid-
ered an adverse comment, unless the 
commenter states why the rule would 
be ineffective without the additional 
change. 

(d) Only parties who filed comments 
to a direct final rule issued under this 
section may petition under § 190.335 for 
reconsideration of that direct final 
rule. 

(e) If an adverse comment or notice 
of intent to file an adverse comment is 
received, a timely document will be 
published in the FEDERAL REGISTER ad-
vising the public and withdrawing the 
direct final rule in whole or in part. 
The Administrator may then incor-
porate the adverse comment into a sub-
sequent direct final rule or may pub-
lish a notice of proposed rulemaking. A 
notice of proposed rulemaking will pro-
vide an opportunity for public com-
ment, generally a minimum of 60 days, 
and will be processed in accordance 
with §§ 190.311–190.329. 

PART 191—TRANSPORTATION OF 
NATURAL AND OTHER GAS BY 
PIPELINE; ANNUAL REPORTS, IN-
CIDENT REPORTS, AND SAFETY- 
RELATED CONDITION REPORTS 

Sec. 
191.1 Scope. 
191.3 Definitions. 
191.5 Telephonic notice of certain incidents. 
191.7 Addressee for written reports. 
191.9 Distribution system: Incident report. 
191.11 Distribution system: Annual report. 
191.13 Distribution systems reporting trans-

mission pipelines; transmission or gath-
ering systems reporting distribution 
pipelines. 

191.15 Transmission and gathering systems: 
Incident report. 

191.17 Transmission and gathering systems: 
Annual report. 

191.19 Report forms. 

191.21 OMB control number assigned to in-
formation collection. 

191.23 Reporting safety-related conditions. 
191.25 Filing safety-related condition re-

ports. 
191.27 Filing offshore pipeline condition re-

ports. 

AUTHORITY: 49 U.S.C. 5121, 60102, 60103, 
60104, 60108, 60117, 60118, and 60124; and 49 CFR 
1.53. 

§ 191.1 Scope. 
(a) This part prescribes requirements 

for the reporting of incidents, safety- 
related conditions, and annual pipeline 
summary data by operators of gas pipe-
line facilities located in the United 
States or Puerto Rico, including pipe-
lines within the limits of the Outer 
Continental Shelf as that term is de-
fined in the Outer Continental Shelf 
Lands Act (43 U.S.C. 1331). 

(b) This part does not apply to— 
(1) Offshore gathering of gas in State 

waters upstream from the outlet flange 
of each facility where hydrocarbons are 
produced or where produced hydro-
carbons are first separated, dehy-
drated, or otherwise processed, which-
ever facility is farther downstream; 

(2) Pipelines on the Outer Conti-
nental Shelf (OCS) that are producer- 
operated and cross into State waters 
without first connecting to a trans-
porting operator’s facility on the OCS, 
upstream (generally seaward) of the 
last valve on the last production facil-
ity on the OCS. Safety equipment pro-
tecting PHMSA-regulated pipeline seg-
ments is not excluded. Producing oper-
ators for those pipeline segments up-
stream of the last valve of the last pro-
duction facility on the OCS may peti-
tion the Administrator, or designee, for 
approval to operate under PHMSA reg-
ulations governing pipeline design, 
construction, operation, and mainte-
nance under 49 CFR 190.9. 

(3) Pipelines on the Outer Conti-
nental Shelf upstream of the point at 
which operating responsibility trans-
fers from a producing operator to a 
transporting operator; or 

(4) Onshore gathering of gas outside 
of the following areas: 

(i) An area within the limits of any 
incorporated or unincorporated city, 
town, or village. 

(ii) Any designated residential or 
commercial area such as a subdivision, 
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business or shopping center, or commu-
nity development. 

[Amdt. 191–5, 49 FR 18960, May 3, 1984, as 
amended by Amdt. 191–6, 53 FR 24949, July 1, 
1988; Amdt. 191–11, 61 FR 27793, June 3, 1996; 
Amdt. 191–12, 62 FR 61695, Nov. 19, 1997; 
Amdt. 191–15, 68 FR 46111, Aug. 5, 2003; 70 FR 
11139, Mar. 8, 2005] 

§ 191.3 Definitions. 

As used in this part and the PHMSA 
Forms referenced in this part— 

Administrator means the Adminis-
trator, Pipeline and Hazardous Mate-
rials Safety Administration or his or 
her delegate 

Gas means natural gas, flammable 
gas, or gas which is toxic or corrosive; 

Incident means any of the following 
events: 

(1) An event that involves a release of 
gas from a pipeline or of liquefied nat-
ural gas or gas from an LNG facility 
and 

(i) A death, or personal injury neces-
sitating in-patient hospitalization; or 

(ii) Estimated property damage, in-
cluding cost of gas lost, of the operator 
or others, or both, of $50,000 or more. 

(2) An event that results in an emer-
gency shutdown of an LNG facility. 

(3) An event that is significant, in 
the judgement of the operator, even 
though it did not meet the criteria of 
paragraphs (1) or (2). 

LNG facility means a liquefied natural 
gas facility as defined in § 193.2007 of 
part 193 of this chapter; 

Master Meter System means a pipeline 
system for distributing gas within, but 
not limited to, a definable area, such as 
a mobile home park, housing project, 
or apartment complex, where the oper-
ator purchases metered gas from an 
outside source for resale through a gas 
distribution pipeline system. The gas 
distribution pipeline system supplies 
the ultimate consumer who either pur-
chases the gas directly through a 
meter or by other means, such as by 
rents; 

Municipality means a city, county, or 
any other political subdivision of a 
State; 

Offshore means beyond the line of or-
dinary low water along that portion of 
the coast of the United States that is 
in direct contact with the open seas 

and beyond the line marking the sea-
ward limit of inland waters; 

Operator means a person who engages 
in the transportation of gas; 

Outer Continental Shelf means all sub-
merged lands lying seaward and out-
side the area of lands beneath navi-
gable waters as defined in Section 2 of 
the Submerged Lands Act (43 U.S.C. 
1301) and of which the subsoil and sea-
bed appertain to the United States and 
are subject to its jurisdiction and con-
trol. 

Person means any individual, firm, 
joint venture, partnership, corporation, 
association, State, municipality, coop-
erative association, or joint stock asso-
ciation, and includes any trustee, re-
ceiver, assignee, or personal represent-
ative thereof; 

Pipeline or Pipeline System means all 
parts of those physical facilities 
through which gas moves in transpor-
tation, including, but not limited to, 
pipe, valves, and other appurtenance 
attached to pipe, compressor units, me-
tering stations, regulator stations, de-
livery stations, holders, and fabricated 
assemblies. 

State includes each of the several 
States, the District of Columbia, and 
the Commonwealth of Puerto Rico; 

Transportation of gas means the gath-
ering, transmission, or distribution of 
gas by pipeline, or the storage of gas in 
or affecting interstate or foreign com-
merce. 

[35 FR 320, Jan. 8, 1970, as amended by Amdt. 
191–5, 49 FR 18960, May 3, 1984; Amdt. 191–10, 
61 FR 18516, Apr. 26, 1996; Amdt. 191–12, 62 FR 
61695, Nov. 19, 1997; 68 FR 11749, Mar. 12, 2003; 
70 FR 11139, Mar. 8, 2005] 

§ 191.5 Telephonic notice of certain in-
cidents. 

(a) At the earliest practicable mo-
ment following discovery, each oper-
ator shall give notice in accordance 
with paragraph (b) of this section of 
each incident as defined in § 191.3. 

(b) Each notice required by para-
graph (a) of this section shall be made 
by telephone to 800–424–8802 (in Wash-
ington, DC, 267–2675) and shall include 
the following information. 

(1) Names of operator and person 
making report and their telephone 
numbers. 

(2) The location of the incident. 
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(3) The time of the incident. 
(4) The number of fatalities and per-

sonal injuries, if any. 
(5) All other significant facts that are 

known by the operator that are rel-
evant to the cause of the incident or 
extent of the damages. 

[Amdt. 191–4, 47 FR 32720, July 29, 1982, as 
amended by Amdt. 191–5, 49 FR 18960, May 3, 
1984; Amdt. 191–8, 54 FR 40878, Oct. 4, 1989] 

§ 191.7 Addressee for written reports. 
Each written report required by this 

part must be made to the Information 
Resources Manager, Office of Pipeline 
Safety, Pipeline and Hazardous Mate-
rials Safety Administration, U.S. De-
partment of Transportation, Room 
7128, 400 Seventh Street, SW., Wash-
ington, DC 20590. However, incident and 
annual reports for intrastate pipeline 
transportation subject to the jurisdic-
tion of a State agency pursuant to a 
certification under section 5(a) of the 
Natural Gas Pipeline Safety Act of 1968 
may be submitted in duplicate to that 
State agency if the regulations of that 
agency require submission of these re-
ports and provide for further trans-
mittal of one copy within 10 days of re-
ceipt for incident reports and not later 
than March 15 for annual reports to the 
Information Resources Manager. Safe-
ty-related condition reports required 
by § 191.23 for intrastate pipeline trans-
portation must be submitted concur-
rently to that State agency, and if that 
agency acts as an agent of the Sec-
retary with respect to interstate trans-
mission facilities, safety-related condi-
tion reports for these facilities must be 
submitted concurrently to that agency. 

[Amdt. 191–6, 53 FR 24949, July 1, 1988, as 
amended by Amdt. 191–16, 69 FR 32892, June 
14, 2004; 70 FR 11139, Mar. 8, 2005] 

§ 191.9 Distribution system: Incident 
report. 

(a) Except as provided in paragraph 
(c) of this section, each operator of a 
distribution pipeline system shall sub-
mit Department of Transportation 
Form RSPA F 7100.1 as soon as prac-
ticable but not more than 30 days after 
detection of an incident required to be 
reported under § 191.5. 

(b) When additional relevant infor-
mation is obtained after the report is 
submitted under paragraph (a) of this 

section, the operator shall make sup-
plementary reports as deemed nec-
essary with a clear reference by date 
and subject to the original report. 

(c) The incident report required by 
this section need not be submitted with 
respect to master meter systems or 
LNG facilities. 

[Amdt. 191–5, 49 FR 18960, May 3, 1984] 

§ 191.11 Distribution system: Annual 
report. 

(a) Except as provided in paragraph 
(b) of this section, each operator of a 
distribution pipeline system shall sub-
mit an annual report for that system 
on Department of Transportation Form 
RSPA F 7100.1–1. This report must be 
submitted each year, not later than 
March 15, for the preceding calendar 
year. 

(b) The annual report required by 
this section need not be submitted with 
respect to: 

(1) Petroleum gas systems which 
serve fewer than 100 customers from a 
single source; 

(2) Master meter systems; or 
(3) LNG facilities. 

[Amdt. 191–5, 49 FR 18960, May 3, 1984] 

§ 191.13 Distribution systems reporting 
transmission pipelines; trans-
mission or gathering systems re-
porting distribution pipelines. 

Each operator, primarily engaged in 
gas distribution, who also operates gas 
transmission or gathering pipelines 
shall submit separate reports for these 
pipelines as required by §§ 191.15 and 
191.17. Each operator, primarily en-
gaged in gas transmission or gathering, 
who also operates gas distribution 
pipelines shall submit separate reports 
for these pipelines as required by 
§§ 191.9 and 191.11. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984] 

§ 191.15 Transmission and gathering 
systems: Incident report. 

(a) Except as provided in paragraph 
(c) of this section, each operator of a 
transmission or a gathering pipeline 
system shall submit Department of 
Transportation Form RSPA F 7100.2 as 
soon as practicable but not more than 
30 days after detection of an incident 
required to be reported under § 191.5. 
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(b) Where additional related informa-
tion is obtained after a report is sub-
mitted under paragraph (a) of this sec-
tion, the operator shall make a supple-
mental report as soon as practicable 
with a clear reference by date and sub-
ject to the original report. 

(c) The incident report required by 
paragraph (a) of this section need not 
be submitted with respect to LNG fa-
cilities. 

[35 FR 320, Jan. 8, 1970, as amended by Amdt. 
191–5, 49 FR 18961, May 3, 1984] 

§ 191.17 Transmission and gathering 
systems: Annual report. 

(a) Except as provided in paragraph 
(b) of this section, each operator of a 
transmission or a gathering pipeline 
system shall submit an annual report 
for that system on Department of 
Transportation Form RSPA 7100.2–1. 
This report must be submitted each 
year, not later than March 15, for the 
preceding calendar year. 

(b) The annual report required by 
paragraph (a) of this section need not 
be submitted with respect to LNG fa-
cilities. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984] 

§ 191.19 Report forms. 
Copies of the prescribed report forms 

are available without charge upon re-
quest from the address given in § 191.7. 
Additional copies in this prescribed 
format may be reproduced and used if 
in the same size and kind of paper. In 
addition, the information required by 
these forms may be submitted by any 
other means that is acceptable to the 
Administrator. 

[Amdt. 191–10, 61 FR 18516, Apr. 26, 1996] 

§ 191.21 OMB control number assigned 
to information collection. 

This section displays the control 
number assigned by the Office of Man-
agement and Budget (OMB) to the gas 
pipeline information collection re-
quirements of the Office of Pipeline 
Safety pursuant to the Paperwork Re-
duction Act of 1980, Public Law 96–511. 
It is the intent of this section to com-
ply with the requirements of section 
3507(f) of the Paperwork Reduction Act 
which requires that agencies display a 
current control number assigned by the 

Director of OMB for each agency infor-
mation collection requirement. 

OMB CONTROL NUMBER 2137–0522 

Section of 49 CFR part 191 where 
identified Form No. 

191.5 ............................................... Telephonic. 
191.9 ............................................... RSPA 7100.1 
191.11 ............................................. RSPA 7100.1–1 
191.15 ............................................. RSPA 7100.2 
191.17 ............................................. RSPA 7100.2–1. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984, as 
amended by Amdt.191–13, 63 FR 7723, Feb. 17, 
1998] 

§ 191.23 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 191.25 the 
existence of any of the following safe-
ty-related conditions involving facili-
ties in service: 

(1) In the case of a pipeline (other 
than an LNG facility) that operates at 
a hoop stress of 20 percent or more of 
its specified minimum yield strength, 
general corrosion that has reduced the 
wall thickness to less than that re-
quired for the maximum allowable op-
erating pressure, and localized corro-
sion pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor-
mal loading by environmental causes, 
such as an earthquake, landslide, or 
flood, that impairs the serviceability of 
a pipeline or the structural integrity or 
reliability of an LNG facility that con-
tains, controls, or processes gas or 
LNG. 

(3) Any crack or other material de-
fect that impairs the structural integ-
rity or reliability of an LNG facility 
that contains, controls, or processes 
gas or LNG. 

(4) Any material defect or physical 
damage that impairs the serviceability 
of a pipeline that operates at a hoop 
stress of 20 percent or more of its speci-
fied minimum yield strength. 

(5) Any malfunction or operating 
error that causes the pressure of a 
pipeline or LNG facility that contains 
or processes gas or LNG to rise above 
its maximum allowable operating pres-
sure (or working pressure for LNG fa-
cilities) plus the build-up allowed for 
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operation of pressure limiting or con-
trol devices. 

(6) A leak in a pipeline or LNG facil-
ity that contains or processes gas or 
LNG that constitutes an emergency. 

(7) Inner tank leakage, ineffective in-
sulation, or frost heave that impairs 
the structural integrity of an LNG 
storage tank. 

(8) Any safety-related condition that 
could lead to an imminent hazard and 
causes (either directly or indirectly by 
remedial action of the operator), for 
purposes other than abandonment, a 20 
percent or more reduction in operating 
pressure or shutdown of operation of a 
pipeline or an LNG facility that con-
tains or processes gas or LNG. 

(b) A report is not required for any 
safety-related condition that— 

(1) Exists on a master meter system 
or a customer-owned service line; 

(2) Is an incident or results in an in-
cident before the deadline for filing the 
safety-related condition report; 

(3) Exists on a pipeline (other than an 
LNG facility) that is more than 220 
yards (200 meters) from any building 
intended for human occupancy or out-
door place of assembly, except that re-
ports are required for conditions within 
the right-of-way of an active railroad, 
paved road, street, or highway; or 

(4) Is corrected by repair or replace-
ment in accordance with applicable 
safety standards before the deadline for 
filing the safety-related condition re-
port, except that reports are required 
for conditions under paragraph (a)(1) of 
this section other than localized corro-
sion pitting on an effectively coated 
and cathodically protected pipeline. 

[Amdt. 191–6, 53 FR 24949, July 1, 1988, as 
amended by Amdt. 191–14, 63 FR 37501, July 
13, 1998] 

§ 191.25 Filing safety-related condition 
reports. 

(a) Each report of a safety-related 
condition under § 191.23(a) must be filed 
(received by the Associate Adminis-
trator, OPS) in writing within five 
working days (not including Saturday, 
Sunday, or Federal Holidays) after the 
day a representative of the operator 
first determines that the condition ex-
ists, but not later than 10 working days 
after the day a representative of the 
operator discovers the condition. Sepa-

rate conditions may be described in a 
single report if they are closely re-
lated. Reports may be transmitted by 
facsimile at (202) 366–7128. 

(b) The report must be headed ‘‘Safe-
ty-Related Condition Report’’ and pro-
vide the following information: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Name, job title, and business tele-
phone number of person who deter-
mined that the condition exists. 

(5) Date condition was discovered and 
date condition was first determined to 
exist. 

(6) Location of condition, with ref-
erence to the State (and town, city, or 
county) or offshore site, and as appro-
priate, nearest street address, offshore 
platform, survey station number, mile-
post, landmark, or name of pipeline. 

(7) Description of the condition, in-
cluding circumstances leading to its 
discovery, any significant effects of the 
condition on safety, and the name of 
the commodity transported or stored. 

(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted 
and the planned follow-up or future 
corrective action, including the antici-
pated schedule for starting and con-
cluding such action. 

[Amdt. 191–6, 53 FR 24949, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 191– 
7, 54 FR 32344, Aug. 7, 1989; Amdt. 191–8, 54 FR 
40878, Oct. 4, 1989; Amdt. 191–10, 61 FR 18516, 
Apr. 26, 1996] 

§ 191.27 Filing offshore pipeline condi-
tion reports. 

(a) Each operator shall, within 60 
days after completion of the inspection 
of all its underwater pipelines subject 
to § 192.612(a), report the following in-
formation: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Total length of pipeline inspected. 
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(5) Length and date of installation of 
each exposed pipeline segment, and lo-
cation, including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(6) Length and date of installation of 
each pipeline segment, if different from 
a pipeline segment identified under 
paragraph (a)(5) of this section, that is 
a hazard to navigation, and the loca-
tion, including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(b) The report shall be mailed to the 
Information Officer, Pipeline and Haz-
ardous Materials Safety Administra-
tion, Department of Transportation, 
400 Seventh Street, SW., Washington, 
DC 20590. 

[Amdt. 191–9, 56 FR 63770, Dec. 5, 1991, as 
amended by Amdt. 191–14, 63 FR 37501, July 
13, 1998; 70 FR 11139, Mar. 8, 2005] 

PART 192—TRANSPORTATION OF 
NATURAL AND OTHER GAS BY 
PIPELINE: MINIMUM FEDERAL 
SAFETY STANDARDS 

Subpart A—General 

Sec. 
192.1 Scope of part. 
192.3 Definitions. 
192.5 Class locations. 
192.7 Incorporation by reference. 
192.9 Gathering lines. 
192.10 Outer continental shelf pipelines. 
192.11 Petroleum gas systems. 
192.13 General. 
192.14 Conversion to service subject to this 

part. 
192.15 Rules of regulatory construction. 
192.16 Customer notification. 

Subpart B—Materials 

192.51 Scope. 
192.53 General. 
192.55 Steel pipe. 
192.57 [Reserved] 
192.59 Plastic pipe. 
192.61 [Reserved] 
192.63 Marking of materials. 
192.65 Transportation of pipe. 

Subpart C—Pipe Design 

192.101 Scope. 
192.103 General. 
192.105 Design formula for steel pipe. 
192.107 Yield strength (S) for steel pipe. 

192.109 Nominal wall thickness (t) for steel 
pipe. 

192.111 Design factor (F) for steel pipe. 
192.113 Longitudinal joint factor (E) for 

steel pipe. 
192.115 Temperature derating factor (T) for 

steel pipe. 
192.117 [Reserved] 
192.119 [Reserved] 
192.121 Design of plastic pipe. 
192.123 Design limitations for plastic pipe. 
192.125 Design of copper pipe. 

Subpart D—Design of Pipeline Components 

192.141 Scope. 
192.143 General requirements. 
192.144 Qualifying metallic components. 
192.145 Valves. 
192.147 Flanges and flange accessories. 
192.149 Standard fittings. 
192.150 Passage of internal inspection de-

vices. 
192.151 Tapping. 
192.153 Components fabricated by welding. 
192.155 Welded branch connections. 
192.157 Extruded outlets. 
192.159 Flexibility. 
192.161 Supports and anchors. 
192.163 Compressor stations: Design and 

construction. 
192.165 Compressor stations: Liquid re-

moval. 
192.167 Compressor stations: Emergency 

shutdown. 
192.169 Compressor stations: Pressure lim-

iting devices. 
192.171 Compressor stations: Additional 

safety equipment. 
192.173 Compressor stations: Ventilation. 
192.175 Pipe-type and bottle-type holders. 
192.177 Additional provisions for bottle-type 

holders. 
192.179 Transmission line valves. 
192.181 Distribution line valves. 
192.183 Vaults: Structural design require-

ments. 
192.185 Vaults: Accessibility. 
192.187 Vaults: Sealing, venting, and ven-

tilation. 
192.189 Vaults: Drainage and waterproofing. 
192.191 Design pressure of plastic fittings. 
192.193 Valve installation in plastic pipe. 
192.195 Protection against accidental over-

pressuring. 
192.197 Control of the pressure of gas deliv-

ered from high-pressure distribution sys-
tems. 

192.199 Requirements for design of pressure 
relief and limiting devices. 

192.201 Required capacity of pressure reliev-
ing and limiting stations. 

192.203 Instrument, control, and sampling 
pipe and components. 

Subpart E—Welding of Steel in Pipelines 

192.221 Scope. 
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